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CUSTOM AIR HANDLING UNITS  237323 - 6 

2. Daily supervision of field assembly of knock-down units to ensure proper installation.  
Submission of written log of daily activities to PSC and Owner. 

3. Daily supervision of roof installation and architectural panel installation for outdoor units.  
Submission of written log of daily activities to PSC and Owner. 

4. Preoperational inspection, oversite of startup and operator instruction including OIM.  
Submission of startup report and dated warranty document to Owner. 

5. Oversite and witness of all field tests specified herein. Submission of test reports to PSC 
and Owner  

B. Energy recovery wheel Manufacturer’s authorized service technician shall provide: 

1. Preoperational inspection, oversite of startup including optimal purge adjustment and 
operator instruction including OIM.  Submission of startup report and dated warranty 
document to PSC and Owner. 

2. Oversite and witness of field tests specified herein.  Submission of test reports to PSC and 
Owner. 

3. All services required to satisfy ten year unconditional warranty 

1.10 APPROVED MANUFACTURERS 

A. Air Handling Units 

1. Buffalo Air Handling 
2. Air Enterprises 
3. TMI Climate Solutions 
4. MAFNA Air Technologies 
5. Ingenia 
6. Governair 
7. Huntair 
8. Ventrol 
9. Air Flow Equipment 

B. Energy Recovery Wheels 

1. Thermotech 
2. Seibu Giken / SG America 
3. SEMCO 

PART 2 - PRODUCTS 

2.1 GENERAL REQUIREMENTS – INDOOR AIR HANDLING UNIT (STANDARD UNIT) 

A. Basic Construction 

1. AHU shall consist of sectionalized casing panels and flooring mounted upon a structural 
base.  Unit shall incorporate fans, coils, filters, dampers and other components as indicated 
within project documents. 

2. AHU, including structural base, flooring and casing panels, shall possess adequate rigidity 
to satisfy specified deflection limits under all operating conditions. 

3. Unit shall be completely water tight and shall be air tight within specified leakage test limits 
in all operating conditions. 

4. All joints shall be sealed via inherent self-sealing design or with non-permeable gasket 
material.  Caulk, butyl tape, mastic, etc. shall not be used as primary sealing method. 

5. Unit shall have true thermal break construction with no metal-to-metal path for heat 
transfer. 
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